s"9 Holes in Bott. Flange

‘}V—Bean‘ng Assembly
£ ] 1

| |
|L I | il

le* elastomeric neoprene
5h" leveling pad according to
Article 1052.02 of the
Standard Specifications. 2
Cost Included with

o1
Bearing.

ELEVATION AT E. ABUT. SECTION A-A
TYPE II ELASTOMERIC EXP. BRG.
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sHEET No. 20

37 SHEETS

€ 14" ¢ x 15" Anchor bolts with

SECTION B-8B

TYPE I ELASTOMERIC EXP. BRG.

3% Threaded Stud

15" x 11" x 20"

1" w;fh flat washer &
27, 7 2% hex nut. (4-Reqd.)
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7 - Layers of T
| Elastomer (55 Durometer)

Note: The 3’ TFE sheet shall be bonded directly to the top steel

plate with a two-component, medium viscosily epoxy resin, conforming

to the requirements of the Federal Specification MMM-A-134, Type 1.
The bond agent shall be applied on the full area of the contact surfaces.

BOTTOM BEARING ASSEMBLY

SIDE RETAINER

Equivalent rolled angle with stiffeners
will be allowed in lieu of welded plates.
Weight included with Structural Steel.
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DESIGNED MIW BELOW 50°F, ABOVE 50°F.
(Move bott. brg. away from fixed brg.) (Move bott. brg. toward fixed brg.)
EHECKED GaT SETTING ANCHOR BOLTS AT EXP. BRG.
DRAWN MJIW D= per each 100° of expansion for every 15° temp.
change from the normal temp. of 50°F.
CHECKED GAT

ANCHOR BOLTS ARE NOT

under Bearing Assembly.
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23" x 2%" x 36" B washer under nut
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SIDE RETAINER

Equivalent rolled angle with stiffeners
will be allowed in lieu of welded plates.
Weight included with Structural Steel.

BILL OF MATERIAL

See Sheet No. 21 for Anchor Bolt instaliation.
Bearing Plates shall be AASHTO M270, Grade 50.

Side Retainers shall be AASHTO M270, Grade 36.

IN THIS CONTRACT

Item Unit Total
Furnishing Elastomeric
Bearing Assembly, Type I Each o
Furnishing Elastomeric
Bearing Assembly, Type II Each o
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